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Tail #:    AC S/N:    
Make:    TTAF:    
Model:    Hobbs:    
Date:    Tach:    
    
Eng S/N:    Prop S/N:    
Eng TT:    Prop TT:    
Eng SMOH:    Prop SMOH:    

 
 

Area Notes Initials 

ENGINE RUN-UP:  Mechanic/ 
Inspector 

Engine temperatures and pressures   

Static RPM: ______________ 
Idle RPM: _______________ 

Annotate:  

Magneto drop:  
LH: ______________ 
RH: ______________ 
Difference: ________ 

Annotate:  

Engine response to changes in power   

Any unusual engine noises   

Propeller response through pitch range   

ENGINE COMPARTMENT:  Mechanic/ 
Inspector 

Engine cowling (cleanliness, proper fit, security, 
cracks, dents, cuts, tears, loose or broken hinges, 
defective latches or fasteners, and deteriorated 
paint) 

  

Entire engine assembly (cleanliness, security, and leaks)   

  Oil:    Drain and refill 
Perform sample analysis 
Check filter (contaminates) 
Inspect screens (contaminates) 

  

  Oil cooler (security, leaks, obstructed air passages)   
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Area Notes Initials 

Oil temp sender (security, leaks)   

Induction airbox (internal cleanliness, cracks, and 
security) 
Induction air filter  

  

Crankcase (security, oil leaks, and safetying) 
Oil Pan (security, oil leaks, and safetying) 
Accessory section (security, oil leaks, and safetying) 
Front crankshaft seal (oil leakage) 

  

All Oil and Fuel Lines and Hoses (security, leaks, 
deteriorated hoses, and loose or corroded clamps) 

Drain lines and hoses (security, leaks, and chafing) 

  

Oil and Fuel Pressure Transducers (security, leaks, 
chafing)  

  

Engine and propeller controls and linkage (security, 
proper rigging, binding, excessive wear, cracks, 
misalignment, corrosion, safetying and chafing) 

  

Carburetor (security, cracks, corrosion, fuel leaks, 
cleanliness of inlet screen and proper safetying) 

  

PROPELLER:  Mechanic/ 
Inspector 

Propeller and Hub (nicks, cracks, corrosion, bends, 
dents, loose nuts and bolts, oil leaks, freedom of blade 
movement, excessive looseness of blades, security, and 
proper safetying) 

  

GENERAL:  Mechanic/ 
Inspector 

Airworthiness Compliance (Provide complete AD 
compliance listing for Propeller and Engine ) 

  

 


